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Street
Postal code city
Country


THIS IS ONE HELL OF AN OFFER!


Especially for you, dear Mr XXX, 
our offer for the Lorch Cobot Welding Solutions.


Opportunity Number / SAP Offer Number / Date
XXX/ XXX / XXX

Your contact:

Lorch partner distirbutor
xxxxxxxxxxxxxxxxxxx



T XXXXXXXXXXXXXX
M XXXXXXXXXXXXXX

Optional
xxxxxxxxxx







Contents of your offer
Dear Mr.  XXXX,
As agreed, you will receive our offer for our new Lorch Cobot Welding Solution as follows.  Due to the information we received from you at the visit of your company, we are confident that the Lorch Cobot Welding Solution is the perfect solution for your product range. 

The technical information included in this offer will allow that you are able to make a smart, seminal investment decision. 

Description and technical characteristics of the Cobot
[image: ]Description and technical characteristics of the power source
Description and technical characteristics of the torch 
Lorch Cobotronic Software
Content of the Cobot Solution
Optional system extensions
Prices and payment conditions
Attachments recommended by Lorch
Lead time and warranty



Description of Cobot
Boasting more than a decade of experience in collaborative lightweight robot systems, the current market leader in Cobots brings you the UR10e, a system that provides everything that is essential to a medium-sized welding company:

[image: C:\Users\jka\AppData\Local\Microsoft\Windows\INetCache\Content.Word\LORCH_Cobot_03-2022_007.jpg]Extensive range
Sufficent extended bearing load
Low-maintenance technology
Sophisticated technology

A chance for the welding industry
Collaborating means working together. Cobot welding: Man and machine support each other during welding. The Cobot completes a precise movement of the torch while the welding system delivers the perfect weld – over and over again. 

A system born for automating small and medium production runs. In the past robots were limited to round and longitudinal seam welding, but now robot welding excels especially in the areas of contour and segment welding. Once set up properly (which is the main responsibility of the welding specialist in charge), the Cobot will weld complete batches with perfection. 

The welding specialist stays in complete control of the system, the Cobot acts as a tool, and the execution of the jobs is delegated. Straightforward and requiring only minimum investment costs, this type of automation is the solution to major challenges that are currently problematic for the industry, e.g. lack of skilled labour and increasing cost pressures. 

One key factor is the ability to use collaborative robots without any special additional protective equipment. The exceptional ease with which they can be installed and operated allows Cobots to become an essential team member at your company in no time at all and without the need for extensive training

Cobot welding is robot welding for medium-sized companies. With the difference that it is extremely easy. 


Straightforward operation: Thanks to a touch display and intuitive user interface

From the start, the intuitive user interface makes it easy to learn and use this new technology. You quickly gain a firm grasp of the basics and can extend your knowledge in a concise, 3-day training program on commissioning, operation and the included welding functions that is designed to enable you to: Use the Lorch Cobot Welding Solution straight away for the benefit of your company.


[image: ]


1.3 The new way to program: Free Drive function
One of the biggest challenges in robot welding was learning how to programme the robot. Otherwise, one remained dependent on external experts who had only a limited knowledge of welding. Once a company's own employees have undergone lengthy training, they are usually not with the company for long, because another company is desperately looking for precisely this qualification.

You can activate the Free Hand function to manually move the Cobot / the torch to the position where it is supposed to start and end. You use the same function to program intermediate points and sections. Quickly and simply without the need for extensive prior experience.
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Technical data of the Cobot
	Feature
	Characteristic

	Weight:	
			
	33,5 kg

	Action radius:

	1300 mm

	Bearing load:

	12.5 kg

	Repeat point-to-point accuracy:

	+- 0,05 mm

	Degrees of freedom:

	6 rotating joints

	Assembly:

	Fixed on the hole pattern table

	Power supply:
	230 Volt 1 Phase

	Other:	

	1-year manufacturer’s warranty, optional 2-year warranty
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For years now, Lorch has been pushing the envelope in the field of MIG-MAG pulse welding with the S-XT series. It is for good reason that we refer to this welding system with its digital-intelligent process technology as the master of the pulse arc. 

The Cobot version of the S-RoboMIG XT with the wire coil support housed in the feeder case and its cylinder trolley not only settles the question of where to put wire coil and gas cylinder but also retains its full mobility for your production, allowing you to use it as a hand-held machine if necessary. 

Delivering 400 A and top-level duty cycles, the system is guaranteed to cover a wide range of applications. The special Cobot interface allows for deep integration into the Cobot control and creates new options for controlling Cobot welding by software. The S-RoboMIG XT will realise its full potential when used with full process equipment. All Lorch Speed and other special MIG-MAG processes are included as standard, allowing you to gain the maximum from your weld seam when it comes to quality and productivity. To some businesses, Lorch Cobot welding signifies the first opportunity to switch from TIG welding to the more productive MIG-MAG welding. 

To keep the user safe by cooling down the torch quickly, the water cooling system offers enhanced cooling performance. 




Description of Speed processes


SpeedPulse XT
[image: Ein Bild, das Nachthimmel enthält.
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The unique quality of our patented XT regulation technology: Combining the high-quality pulse welding process with a subsequent spray arc-like material transition, gives a tremendous boost to the deposition rate and welding speed. The regulation the S-XT provides has never been faster or more exact. And, it delivers this type of speed and accuracy in every pulse phase. The result is an extremely robust and stable arc with virtually no spatter.



[image: ]TwinPuls XT

TwinPulse XT controls and separates the heating and cooling phases. This translates to significantly lower and more systematic heat input into the workpiece as well as much lower distortion, resulting in notably less rework. Especially customers who often relied on TIG welding will appreciate the new opportunities offered to them by the TwinPulse XT process. Welding speeds are increased considerably, made more efficient and produces results with a visual appearance comparable to that of TIG seams.





SpeedArc XT
[image: ]
SpeedArc XT impresses with a particularly focused arc and significantly higher energy density than comparable processes. This achieves a particularly deep penetration into the base material which cannot be compared with the penetration performance of normal MIG-MAG systems. The greater arc pressure that flows into the weld pool makes MIG-MAG welding with the SpeedArc XT noticeably faster and, consequently, much more economical.




SpeedUp

[image: Ein Bild, das Text, Wand enthält.

Automatisch generierte Beschreibung] Welding vertical seams poses a major challenge – even when the seams are welded by hand. Accomplishing this task with a robot is next to impossible, which is why robot cells are often used in combination with expensive tilt and turn positioners. Inconceivable when using a Cobot, but also no problem thanks to SpeedUp. The combination of a high-current phase for optimum melting of the material and a phase with reduced heat input for good penetration allows your Cobot to master the vertical seam with constant travel speed.


SpeedCold
[image: ]
SpeedCold keeps the arc stable during thin sheet welding and puts an end to troublesome spatter. Even extra thin sheets can be welded easily with SpeedCold. Any spatter that does occur is so “cold” that it will usually not stick to the material. SpeedCold truly shines when used for welding butt, lap and corner welds on thin sheets.



Description of torch
Essential to the welding performance during work with a robot is the perfect marriage between welding system and torch. This is why we developed a special robot torch as the perfect complement to your Lorch Cobot Welding Solution. Its Cobot welding performance on steel and stainless steel is exactly as you would hope: the LMR 450 W.

Sporting a sleek design for perfect access to the component 
Extra robust thanks to the high proportion of stainless steel in the torch components that are exposed to contact
A duty cycle of 100 % at 450 A will not turn the torch into a limiting factor of the system 
A corrugated tube hose package which keeps hoses and cables perfectly safe from kinking and damage caused from abrasion 
Massively cooled by a special double circuit cooling system for extended service life and improved user safety.

Equipped with wear parts that provide for optimum current transfer and maximum welding performance.
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Hose package handling: 

To keep the hose package of the torch from obstructing the movement of the Cobot, each package arrives with a special boom. Just like the mounting plate of the Cobot, this component can be attached to a welding bench with a 16 or 28 hole pattern. A cable holder keeps the torch hose package securely in place, while the compact balancer ensures the proper distance to the axis and joints of the Cobot.
[image: ]

Lorch Cobotronic Software

The distinguishing feature of the Lorch Cobot Welding Solution is its software. From our welding experts for your welders: perfectly matched to the welding equipment made by Lorch. The addition of special control functions turns the universal Cobot into a first-rate tool for welding experts. This makes creating new programs a cinch. You can choose between the classic Robot Job Mode, the advanced Individual Mode with full parameter access to the power source or the innovative Assistant Mode, which suggests to the user optimum system settings including robot travel speed based on the welding task.


[image: Ein Bild, das Text, Screenshot, Visitenkarte enthält.
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In practice, one often sees two hand robot workstation are two hand-held control panels for programming. One for the robot programmer, one for the welder. This is advantageous if one not really know the work of the other. With the Cobot, the welder has all the skills in one hand. Thanks to the Lorch Cobot interface, he has full access to all the access to all relevant functionalities of the relevant functionalities of the welding system.


Cobot and welding parameters

Everything in one place while the classic job-based mode leaves a great many parameters stored in the welding system, Individual Mode makes it possible to select, set up and save all relevant parameters in the robot control. Monumental advantage: This makes backing up the parameters a breeze and makes work easier thanks to the ability to load existing programs.


[image: ]An even easier way to the perfect weld seam 

You will always have quick access to the best settings, perfectly matched to the power source, the welding process, and the torch. Simply tell the Cobot control what you wish to weld (e.g. fillet weld, 6 to 4 mm steel), and the system will suggest parameters for the best possible welding process, detailed parameter settings and even the travel speed of the robot best suited for the job.





The future can be upgraded 
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The Lorch Cobot Welding World now also gives you the option of selecting equipment of your Cobotronic software just as you need it. Additional functions support you in your individual production needs and work processes. Our welding experts continually develop our scope of functions. Later further developments are, of course, upgrade-capable.



Your perfect gateway into the digital era

Use Lorch Connect to digitise, analyse, and reliably optimise your welding processes. The start into the Lorch Cobot Welding World takes you one step closer to Industry 4.0.
Take two with the Lorch Connect Gateway, now serially integrated. It allows you to use Lorch Connect, the simple and cost-efficient cloud solution for reliable recording and analysis of your welding production data, comfortably and without any additional costs! Performance and analysis, as well as documentation of results, are particularly important for automation.
Enjoy free access to the Lorch Connect Portal for 1 year and try out the digital services entirely without any risk.

[image: ]


Content of Cobot Solution
☐ 	Art.-Nr. 241.1508.0
UR10e including control and touch operation panel with 1 year guarantee
Lorch S5-RoboMIG XT as a twin version with two wire feeders and 3 years industry warranty
Hose package 70 mm2, 1 meter
Full Process-configuration 
Special-Cobot-Interface
Water cooling system with increased cooling performance (1,5 kW)
Prepared for seam tracking
Lorch LMR 450 W Cobot torch, 3,5 m including initial wear part set
Boom
Equipment for handling the hose package
Function pushbutton with emergency stop
Assembly plate
Ground cable 70 mm2
Wire coil adaptor
CE marking with individualized declaration of conformity (provided that it is set up and used as intended: Cobot for welding on a welding table with hole size 16 or 28)
Lorch Connect Gateway
URCAP Lorch Cobotronic version "Full"
It includes:
Welding (job and individual)
Tack welding
[bookmark: _Hlk117055772]Gas and wire control
Motion (enables control of the Cobot Turn 100A and Cobot Move
Fume Extraction - Enables the connection of a fume extraction system
TouchSense - Enables to find the ideal torch position 
SmartCopy - direct copying or moving of parts 
Assistant+QuickPoints - programming via multifunctional flange
Weaving - Enables the weaving of seams
SeamTracking – intelligent seam tracking 




Optional system extensions
 Cobot Move – linear axis
Traveling axis to increase the working radius of the Cobot to over 4.5m (traveling range of the axis: 2000mm)
Optimal addition to the Cobot Welding Solution on welding tables from 2.40m in length
Allows nest operation or welding of large components
For long seams: Welding is also possible when moving the axis
Fully integrated control and programming of the axis via the Lorch Motion URCap
Can be used for MIG/MAG processes
MSRP: 20.980 €

[image: Ein Bild, das Im Haus enthält.

Automatisch generierte Beschreibung]







SeamPilot – The autopilot for Cobot welding
Seam search and tracking with Laserline hardware
Corrects the direction in thermal distortion, tolerances or components that have been inserted imprecisely
Simplified programming: Teach welds with just a rough waypoint
Use of programming sequences allow components with different seam lengths to be welded with the same program
Fully collaborative thanks to laser class 2M
Recommended for welding steel and stainless steel
Can be used for MIG/MAG processes
MSRP: 23.000 €

[image: ] [image: Ein Bild, das Maschine, Werkzeug, rot, Im Haus enthält.
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Prices and payment conditions
	☐
	Cobot Welding Solution Art.-No. 241.1508.0
 Accoring to article 5 
	74.419 €

	☐
	Cobot Welding Solution services
Installation + function check 1 day
End customer training 2 days
	
1.200 €
2.400 €

	☐
	Cobot Move – linear axis Art.-No. 241.5001.0
According to article 6.1
	20.980 €

	☐
	Cobot Move – linear axis services
End customer training 1 day
	1.200 €

	
	Complete price for the complete solutions (without VAT)
	100.199 €


 
Terms of payment: 14 days net. 50% before delivery, 50% 30 days after delivery.

Not included in the price:
Possible necessary structural measures
Welding table for fixation of the Cobot
Power lines and equipment up to the connection points for the individual media, pressure reducers
Extraction and filter system
Consumables such as gas and welding wire
Possible inspections / special certifications (TÜV, etc.)
Programming

Our prices are fixed prices and are net prices plus the value added tax valid at the time of performance.
The above mentioned price is DAP (factory/warehouse of the customer). 



[bookmark: _Hlk129577061]Attachments recommended by Lorch
	[bookmark: _Hlk131131883]Designation
	Mat. No.
	Price
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	Signalling column
	240.9903.0
	232,00 €

	[image: ]
	Protection for operation panel for UR10e
	240.9900.8
	368,00 €
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	Protection glass interface for UR10e (1 pcs.)
	240.9900.9
	89.90 €

	[image: Ein Bild, das Dunkel enthält.
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	UR10e holder for operation panel LM16/28
	240.9907.6
	131.00 €
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	LMR-W Teach-Set (15/18/20 mm)
	504.6512.0
	156,00 €

	[image: Ein Bild, das Gerät, Messgerät enthält.
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	Pressure reducer Pro Ar/CO2 200 bar 32/24
	570.9265.0
	87,00 €




Delivery time and guarantee 
The delivery time is approx. 5 days after receipt of initial payment and agreement of the contract conditions. The delivery time matches the present capacity planning and is nonbinding. You will receive the valid delivery time with the order acceptance. 
The guarantee for your UR 10e is 1 year from time of installation. For your power source, you have a 3-year Lorch warranty upon registration of the power source.

www.lorch.eu

[image: ]Managing Director: 			Bank: Kreissparkasse Waiblingen		Bank: Commerzbank Backnang
Jens Gauder, Norihito Takahashi		BIC: SOLA DE S1 WBN			BIC: COBA DE FF 602
HRB 270786 Stuttgart			Account No. : 8 489 070		Account No. : 7999 030 00
USt.-Id.-Nr.: DE 144 748 597		BLZ: 602 500 10			BLZ: 602 410 74
WEEE-Reg.-Nr.: DE 694 383 92		IBAN: DE67 6025 0010 0008 4890 70	IBAN: DE97 6024 1074 0799 9030 00
BV-Reg-Nr.: DE/KC/01141-01/0318
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Lorch contact tip - form follows function*
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LORCH COBOTRONIC
SOFTWARE

Job mode

In job mode, the Cobot
comfortably and simply takes
over parameter control of the
power source.

Individual mode

For true pros: the individual
mode permits full access to the
parameters and characteristic
curves of the power source right
on the Cobot control

Assistant mode

Selection of welding parameters:
Even experienced welding pros
may find selection of the right
material, wire, and gas combination
and the proper welding speed
tedious and complex at times. The
Cobotronic assistant systems make
this simpler and more
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Interval welding

Stitch welding along a weld seam.

Spot function

Comfortable tacking - also in the program sequence.

Integrated control

from torch cleaning stations to program functions,
wire feed, and gas test.

CobotJobs

Customise welding parameters, name them, tag them —
and save them as favourites.

QuickAccess menu

Get quick access to the most important functions - always
quick to reach.

Software-supported help

to determine the optimal welding parameters based on the
effective throat thickness.
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LORCH CONNEC

[0}

Connect.

Connect the Lorch Connect Gateway
to your Lorch welding system
The Lorch Connect Portal connects
via WLAN or LAN

Weld.

Production-relevant data are
recorded by the gateway and
transmitted to the Lorch Connect
Portal for you in real time.

See clearly.

Call up the Lorch Connect Portal
anywhere comfortably by web browser
and profit from evaluations and
analyses of your welding production
atany time.
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